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The Microburst 3000 Aerosol Dispenser uses 
state-of-the-art Smart Chip technology to  
maximize odor control effectiveness, reduced 
cost-in-use, and provide visual and audio  
indicators to minimize labor cost.
•	Hi-tech dispenser creates a “We Care” image.

•	Real time clock for maximum programming flexibility.

•	Up to 168 days between refill changes.

•	Liquid Crystal Display provides visual of 	battery life	
	 and days remaining to change refill.

•	One dispenser controls up to 6,000 cu. ft. of space.

Liquid Crystal Display (LCD)
Provides instant feedback to your staff of the:

•	 Strength of batteries.

•	 Days remaining until you need to insert a 	
	 new refill.

Customized Dispensing

•	Adjustable Spray Interval
"LO" = Low odor problems (sprays every 28 minutes).	
"ME" = Normal situations (sprays every 14 minutes).	
"HI" 	 = Problem areas (sprays every 7 minutes).

•	Days of Operation
– Allows you to operate 12 or 24 hours-a-day.	
– Can operate 5,6 or 7 days per week.	
   You select the number of days to operate.

•	Long–Lasting Refills

Factory set to 24 hours-a-day operation on "Medium" 	
setting (Refills last 30days.)

Audio Indicator
One beep is emitted for low batteries while two beeps 	
indicate an empty refill.  Can be deactivated.

Long Battery Life
Monthly battery replacements are a thing of the past. Smart 
Chip technology extends battery life to 3 years or longer on 
one set of alkaline batteries…a big cost saving feature!

Keyless Lock
Prevents refill theft without a key. 

• Optional keyed lock available. (#400672)

Uses all TC Air Neutralizer Aerosol Refills

Microburst 3000 Dispensers:

Stock #	 Description

401219..... Dispenser - White
401278..... Dispenser - Chrome
401442..... Economizer Dispenser - White
401758..... Economizer Dispenser - Chrome

Case Pack: 6, Case Weight: 6 lbs., Case Cube: .46 ft3

Microburst 3000 Refills:

Stock #	 Description

401255..... Linen Fresh™

401256..... Orchard Fields
401257..... Mountain Peaks
401259..... Country Delight™

401258..... Ocean Breeze
401689..... Cinnamon
401690..... Mango
401691..... Vanilla
402355..... Blue Splash
402408 .... Mandarin Orange
401260..... Microburst 3000 Preference Pack
(Preference Pack Contains 2 refills each of Linen Fresh™, Orchard 
Fields,Mountain Peaks, Country Delight and Ocean Breeze)
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Environmental Highlights:
• Industry leading battery life

• Bulk Pack reduces packaging waste

Warranty:
10 years against defects in parts and workmanship. 

Microburst® 3000
Specifications

BEST 
WARRANTY 
IN THE 
BUSINESS
*Use of non-approved 
aerosols voids warranty

KEYLESS LOCK
Optional keyed lock available

OPERATES ON
2 C-CELL
BATTERIES

INTEGRATED 
SMART CHIP
TECHNOLOGY

PRECISION
ENGINEERED 
ACTUATOR

EASY TO LOAD
ABS CABINET

LCD DISPLAY SHOWS:
- Battery life
- Days to refill
- Alarm symbol

SIMPLE
PROGRAMMING
BUTTONS

Operates up to 
two years using
alkaline batteries!
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Installation Instructions:

Wall Mounting

1.�Dispenser should be positioned 
at a minimum height of 7’ 
(2.2m) for best results.

2. �Position the Dispenser over a 
wall stud and secure with 	
supplied screws.


